
Applications  

Description  

Main Benefits  

The Smart Shelter Containerized (SSC) is a Heavy Duty ð Highly Secure , 

modular technical room, built inside a rugged, standardized  steel 

freight container, designed for outdoors applications,  providing  

unique fire and thermal resistance, anti -vandalism and blast protection 

and water tightness performance.  

The Smart Shelter Containerized (SSC) is a highly versatile, mobile 

solution, ideal  for those mission -critical  Telecom,  I.T. or Networks 

applications where high performance of  servers, switches or 

exchanges is demanded  with no compromise, where security is an 

issue and downtime is not an option.  

¶ Mobility: can be easily transported anywhere in the world, by train, 

road, ship or air.  

¶ Ultra-fast deployment: no installation on -site required.  

¶ Multiple applications and extended product life.  

¶ Anti -vandalism protection.  

¶ Fire Resistant and thermally stable to most demanding standards.  

¶ Thermal isolation made of organic material, with fusion temp. > 

3,632ºF , non-toxic smoke release (safe for operators inside).  

¶ Minimum cool air losses are per extraordinary isolation.  

¶ Blast resistant.   

¶ Water sealed.  

¶ Flexibility (custom designs possible).  

¶ Modular design allows to join various SSC together and create lar-

ger spaces, even opening larger openings between them.  

¶ Can be even buried underground as a pre -fab Bunker.  

¶ Telecommunications exchanges (fix and wireless).  

¶ Business Disaster Recovery Centers.  

¶ Network centers.  

¶ Secure Data Centers.  

¶ Public Safety networks.  

¶ High Criticism Networks and Exchanges.  

¶ Civil unrest and war zones.  

¶ Natural Disaster sites.  

¶ Security and Alarms control centers  

¶ Police and Fire Brigade  

¶ Redundant Data Centers.  

¶ Military  

¶ Government  

¶ Corporations  

¶ Oil & Gas  
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Models & Dimensions  

¶ Mobile standardized freight container as per ISO 668:1995.  

¶ Complete outer Steel (1/16ó thick) walls, ceiling and base 

shield.  

¶ Water sealed NEMA 4 (IPX5) suitable for any outdoors 

application.  

¶ Anti -vandalism door according to WK4 level.  

¶ Explosive blast resistance.  

¶ Particles tight level NEMA 4 (X5 as per IEC/EN 60529).    

¶ Electro Magnetically Shielded  B and E Fields (Tempest zone 

A, optional).  

¶ All building components Fire resistant 120 min., tested and 

approved to EN23093.  

¶ Built-in high density hybrid structural chamber - òSmart 

Shelteró technology - , certified by TUV Rheinland  to 

withstand during 60 min. of Fire exposure (up to 1,652ºF)  an 

average Temp. increase inside the tested chamber below 

122ºF . The Fire Resistance Standard for Data Rooms En1047 -2 

(same as UL 72), establishes this maximum Temp.  increase of 

122ºF as the  limit to  guarantee mission -critical equipment 

survival in case of external fire.  

¶ SSC can be supplied fully featured too, including all 

installations (PDU, AirCon, DC Supply, UPS, Access control, 

Genset, Remote Monitoring system, CCTV,...).    

¶ Water and Fire sealed cable -glands.  

¶ Heavy duty double -edged special door (35ó x 86ó). 

¶ Bullet proof and Fire proof windows optional.  

¶ Multiple SSCs can be linked together to build larger rooms.  
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